OfFcom

OFFICE OF COMMUNICATIONS

Audit site: GWYNNE ROAD
CATERHAM SURREY
CR3 5FH

The Office of Communications (Ofcom) is responsible for management of the civil radio spectrum in
the UK. Following recommendations of the Stewart Report in 2000 Ofcom is continuing a national
measurement programme to ensure that emissions from cellular base stations do not exceed the
guidelines for public maximum exposure set by the International Commission on Non-lonizing
Radiation Protection (ICNIRP).

Electric field strength measurements made in various bands are referenced to and presented
alongside the relevant ICNIRP public maximum exposure levels. On the left hand side of the results
page(s) is a graphical representation of the radio spectrum surveyed at each location on the site. The
pink line on each graph indicates the ICNIRP guideline exposure level for that frequency band. To the
right hand side of each graph is a table showing the ten highest level emissions recorded

within a band.

Further explanation of the results and their context within the ICNIRP guidelines can be provided by
the Ofcom officers at the time of the audit or by contacting Ofcom on 020 7981 3040 or by e-mail at
contact@ofcom.org.uk A glossary of terms can be found at the end of the report.

Results taken from all audit sites and further information on the audit programme can be found on the
Ofcom website at www.ofcom.org.uk
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As the radio spectrum is continually changing, these measurements can only provide information on the
radio frequency (RF) conditions for the specific locations at the time of the survey.

Ofcom performed this survey of the RF emission environment prevailing in the vicinity of GWYNNE
ROAD on 12/12/2005

The following table, sorted in descending order of signal level, summarises the results obtained at each
measurement location.

CAR PARK BUNCE DRIVE 9.99E-07 1/ 1000593
OUTSIDE FLATS 15-20 DREW PLACE 6.93E-07 1/ 1442036
OUTSIDE 23 GWYNNE ROAD 1.21E-07 1/ 8259782
OUTSIDE 7 GWYNNE ROAD 1.16E-07 1/ 8640053

Issued on behalf of Ofcom.

Issued by: Received by:
BILL WHITE 0
TECHNICAL INVESTIGATION OFFICER 0

Page 2 of 9



OfFcom

OFFICE OF COMMUNICATIONS

" $

EM power density levels have been measured in this survey using a carefully designed
and controlled methodology. Elements of this methodology include:

1. A peak search around the identified location in order to determine with accuracy the spot where the
maximum radiation levels are being received. To achieve this, the survey engineer walked in the
area surrounding the site along a pre-defined template path, using the hand-held probe and noted
the location of maximum reading.

2. The probe was then positioned on a tripod at the exact location of the maximum radiation level
readings and the measurement taken. The height of the probe is approximately 1.5m above the
ground.

3. The exact measurement position was recorded using a GPS receiver and photographs of the
location were taken where appropriate.

" #

The measurements were performed using:

* an isotropic field probe, which reacts to all polarisations (directions) of the electric field, in a similar
way to biological tissue.

* a carefully calibrated exposure level meter for all cellular frequencies to ensure that that the
measurements are meaningful and accurate.

Manufacturer: Rohde & Schwarz
Model: FSH6

Serial Number: 100587
Manufacturer: Rohde & Schwarz
Model: TS-EMF

Serial Number: 100046
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OUTSIDE 23 GWYNNE ROAD

% & 1.21069E-07
! 3
LI TQ 3262 5577
12/12/2005 14:40
C BILL WHITE

Measurement location: OUTSIDE 23 GWYNNE ROAD

Power ICNIRP

GSM 900 Frequency| Density [ Maximum | Exposure
10 (MHz) (W/m2) (W/m2) | Quotient
951.2| 1.54E-08 4.756| 3.24E-09
0.1 1 937.4| 6.09E-09 4.687| 1.3E-09
0.001 A 949.4 5E-09 4.747| 1.05E-09
0.00001 938| 4.32E-09 4.69| 9.21E-10
0.0000001 951| 4.11E-09 4.755| 8.65E-10
' ~ A 949.6| 4.04E-09 4.748| 8.52E-10
0.000000001 951.4] 3.91E-09 4.757| 8.21E-10
Kol (93 P E PP PR B P qos\ & 937.6| 3.35E-09 4.688| 7.16E-10
959.8| 3.41E-09 4.799| 7.11E-10
—— Power Density —— ICNIRP Limit ‘ 921.8 2.96E-09 4.609| 6.42E-10
Band Exposure Quotient: 1.11E-08

Power ICNIRP
GSM 1800 Frequency| Density | Maximum | Exposure
0 (MHz) (W/m2) (W/m2) | Quotient
1821| 3.9E-08 9.105| 4.29E-09
0.1 1854.8| 2.04E-08 9.274| 2.2E-09
0.001 4 1827.2 1.82E-08 9.136| 1.99E-09
0.00001 1822.4| 9.56E-09 9.112| 1.05E-09
1834.6] 9.36E-09 9.173| 1.02E-09
0.0000001 —— . 1863.4| 9.32E-09 9.317 1E-09
0.000000001 1848.8[ 9.2E-09 9.244| 9.95E-10
§ § § % § % § b ﬁ % % § g 0,'20 1829.6f 8.9E-09 9.148| 9.73E-10
FFFFFFFFFFFFFF 1871.2 8.98E-09 9.356| 9.6E-10
—— PowerDensity —— ICNIRP Limit \ 1866 8'89E'09 9.33] 9.53E-10
Band Exposure Quotient: 1.54E-08

Power ICNIRP
UMTS Frequency| Density | Maximum [ Exposure
10 (MHz) (W/m2) (W/m2) | Quotient
1 2162.3| 9.83E-08 10| 9.83E-09
000-1 1 2147.3| 9.6E-08 10 9.6E-09
0.001 2112.8] 9.53E-08 10[ 9.53E-09
00(58881 1 2137.4| 9.47E-08 10| 9.47E-09
0.000001 2142.5| 9.45E-08 10| 9.45E-09
0.0000001 2167.2| 9.41E-08 10 9.41E-09
000000001 +— ‘ 2152.4] 9.39E-08 10] 9.39E-09
200 0 0° A 9P 4P g¥ A g? oV 2117.7] 9.36E-08 10| 9.36E-09
LA A A A A S 2132.6] 9.26E-08 10| 9.26E-09
—— Power Density —— ICNIRP Limit \ 2157.2] 9.21 E'0?3 10] 9.21E-09
Band Exposure Quotient: 9.45E-08
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GWYNNE ROAD

OUTSIDE 7 GWYNNE ROAD
& 1.1574E-07

3

TQ 3258 5576

12/12/2005 14:53
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C BILL WHITE
Measurement location: OUTSIDE 7 GWYNNE ROAD

Power ICNIRP
GSM 900 Frequency| Density | Maximum| Exposure
10 (MHz) (W/m2) [ (W/m2) | Quotient
951.2 1.17E-08 4.756| 2.46E-09
0.1 937.4| 9.31E-09 4.687| 1.99E-09
0.001 | 938| 5.61E-09 4.69| 1.2E-09
937.2| 3.98E-09 4.686| 8.49E-10
0.00001 951| 3.93E-09 4.755| 8.26E-10
0.0000001 937.6| 3.65E-09 4.688| 7.79E-10
M A 951.4| 3.48E-09 4.757] 7.31E-10
e G 959.8] 3.49E-00] __ 4.799| 7.28E-10
I T S R T S R 949.4| 3.22E-09 4.747] 6.78E-10
Power Density —— ICNIRP Limit \ 938.2 3'07E'09 4.691| 6.55E-10
Band Exposure Quotient: 1.09E-08

Power ICNIRP
GSM 1800 Frequency| Density | Maximum| Exposure
10 (MHZz) (Wim2) | (W/m2) [ Quotient
1821| 1.67E-08 9.105| 1.84E-09
0.1 1 1827.2[ 9.57E-09 9.136( 1.05E-09
0.001 A 1829.6 8.99E-09 9.148( 9.83E-10
0.00001 1854.8[ 9.08E-09 9.274| 9.79E-10
1863.4| 9.06E-09 9.317| 9.72E-10
0.0000001 - 1878.4 8.78E-09 9.392| 9.34E-10
0.000000001 1871| 8.69E-09 9.355| 9.28E-10
§ § g § § g g % % 5 § 5 g § 1871.8[ 8.69E-09 9.359( 9.28E-10
Al S S 1879.8| 8.72E-09 9.399| 9.27E-10
PowerDensity —— ICNIRP Limit ‘ 18734 8'68E_09 9.367] 9.27E-10
Band Exposure Quotient: 1.05E-08

Power ICNIRP
umMTS Frequency| Density | Maximum| Exposure
10 (MHz) (W/m2) [ (W/m2) | Quotient
1] 2112.8 9.59E-08 10| 9.59E-09
000-1 ] 2162.3| 9.57E-08 10| 9.57E-09
0.001 2132.6] 9.5E-08 10 9.5E-09
000-8881 ] 2142.5| 9.5E-08 10| 9.5E-09
0.000001 2147.3| 9.47E-08 10| 9.47E-09
0.0000001 + 2117.7| 9.44E-08 10| 9.44E-09
000000001 2137.4] 9.36E-08 10| 9.36E-09
207 0 0% A% @ a® o Y P gt 2152.4] 9.33E-08 10] 9.33E-09
AL AN AL S O L L A ¢ 2157.2| 9.31E-08 10[ 9.31E-09
Power Density —— ICNIRP Limit \ 2167.2] 9.31 E'O,S 10] 9.31E-09
Band Exposure Quotient: 9.44E-08
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GWYNNE ROAD

CAR PARK BUNCE DRIVE

% & 9.99407E-07
! 3
LI TQ 3270 5583
12/12/2005 15:11
C BILL WHITE

Measurement location: CAR PARK BUNCE DRIVE

Power ICNIRP
GSM 900 Frequency| Density [ Maximum | Exposure
0. (MHz) (W/m2) [ (W/m2) | Quotient
951.2| 2.51E-06 4.756| 5.28E-07
0.1 1 937.4| 5.88E-07 4.687| 1.25E-07
0.001 1 951.4| 3.31E-07 4.757| 6.96E-08
0.00001 951 2.97E-07 4.755| 6.25E-08
0.0000001 A b 949.4| 1.6E-07 4.747| 3.37E-08
' LN UL 937.6| 1.13E-07 4.688| 2.42E-08
0.000000001 949.6] 6.84E-08 4.748| 1.44E-08
PP RP PP PRSP S S 937.2| 6.48E-08 4.686| 1.38E-08
938( 5.71E-08 4.69| 1.22E-08
—— Power Density —— ICNIRP Limit | 938.2 2.38E-O§ 4.691| 5.07E-09
Band Exposure Quotient: 8.89E-07

Power ICNIRP
GSM 1800 Frequency| Density | Maximum | Exposure
(MHz) (W/m2) [ (W/m2) | Quotient
10 1863.4] 1.38E-08] _ 9.317| 1.48E-09
0.1 1821 1.11E-08 9.105| 1.22E-09
0.001 | 1854.8| 9.16E-09 9.274| 9.87E-10
0.00001 1843| 8.9E-09 9.215| 9.65E-10
’ 1827.2| 8.8E-09 9.136| 9.63E-10
0.0000001 1873.6| 8.92E-09 9.368| 9.52E-10
0.000000001 1879.6/ 8.9E-09 9.398| 9.47E-10
§ § § % § % § b ﬁ § % § g 0,'20 1875.6| 8.82E-09 9.378| 9.41E-10
FFFFFFFFFFFFFF 1879.8| 8.84E-09 9.399| 9.4E-10
—— PowerDensity —— ICNIRP Limit | 1879.2 8.82E-09 9.396| 9.39E-10
Band Exposure Quotient: 1.03E-08

Power ICNIRP
UMTS Frequency| Density | Maximum [ Exposure
0. (MHz) (W/m2) [ (W/m2) | Quotient
1 2152.4| 1.21E-07 10| 1.21E-08
000-1 1 2112.8| 1.17E-07 10| 1.17E-08
0.001 2157.2| 9.61E-08 10 9.61E-09
00(58881 1 2132.6] 9.6E-08 10| 9.6E-09
0.000001 2162.3| 9.56E-08 10| 9.56E-09
0.0000001 2117.7| 9.54E-08 10| 9.54E-09
000000001+ ‘ 2147.3] 9.52E-08 10| 9.52E-09
200 0 0° A 9P 4P g¥ A g? oV 2137.4] 9.48E-08 10| 9.48E-09
LA AR AN AR O A A L 2142.5] 9.45E-08 10| 9.45E-09
—— Power Density —— ICNIRP Limit \ 2167.2 9'36E'0§ 10| 9.36E-09
Band Exposure Quotient: 9.99E-08
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OUTSIDE FLATS 15-20 DREW PLACE

% & 6.93464E-07
! 3
LI TQ 3270 5584
12/12/2005 15:33
C BILL WHITE

Measurement location: OUTSIDE FLATS 15-20 DREW PLACE

Power ICNIRP
GSM 900 Frequency| Density [ Maximum | Exposure
0. (MHz) (W/m2) (W/m2) | Quotient
951.2| 1.33E-06 4.756| 2.8E-07
0.1 1 938( 5.12E-07 4.69| 1.09E-07
0.001 937.4| 2.34E-07 4.687 5E-08
0.00001 951.4| 1.84E-07 4.757| 3.86E-08
0.0000001 A 951 1.74E-07 4.755| 3.65E-08
' f‘L A_[\ 938.2| 9.02E-08 4.691| 1.92E-08
0.000000001 937.6] 6.53E-08 4.688| 1.39E-08
PSS S S T 7ar T4 0o
—— Power Density —— ICNIRP Limit \ Bandgg)z.z 4'36E'0§ - 4.686| 9.29E-09
posure Quotient: 5.81E-07

Power ICNIRP
GSM 1800 Frequency| Density | Maximum | Exposure
0 (MHz) (W/m2) (W/m2) | Quotient
1843| 1.17E-08 9.215| 1.27E-09
0.1 1871.6| 9.05E-09 9.358| 9.67E-10
0.001 | 1873.2| 9.03E-09 9.366| 9.64E-10
0.00001 1873.8| 8.95E-09 9.369| 9.55E-10
1869.8| 8.93E-09 9.349| 9.55E-10
0.0000001 1878.8| 8.95E-09 9.394| 9.53E-10
0.000000001 1870.8 8.91E-09 9.354| 9.53E-10
SEYCE32BEEREEE o oan 9sEe0
——PowerDensity ——ICNIRP Limit \ Banjjglgj.g 8.81 E'OQ - 9.274| 9.49E-10
posure Quotient: 9.87E-09

UMTS Power ICNIRP
Frequency| Density | Maximum [ Exposure
0. (MHz) (W/m2) (W/m2) | Quotient
1 2152.4| 1.44E-07 10| 1.44E-08
000-1 1 2112.8| 1.11E-07 10| 1.11E-08
0.001 2162.3| 9.83E-08 10[ 9.83E-09
00(58881 1 2157.2| 9.74E-08 10| 9.74E-09
0.000001 2117.7| 9.73E-08 10| 9.73E-09
0.0000001 2137.4| 9.72E-08 10| 9.72E-09
000000001+ ‘ 2167.2] 9.72E-08 10| 9.72E-09
200 0 0° A 9P 4P g¥ A g? oV 2147.3| 9.68E-08 10| 9.68E-09
LA AR AN AR O A A L 2142.5] 9.6E-08 10[  9.6E-09
—— Power Density —— ICNIRP Limit \ Ban? 356 9'55E'0§ - 10| 9.55E-09
posure Quotient: 1.03E-07
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All radio waves are electromagnetic waves (“EM”), which are composed of electric and magnetic fields.
These waves are referred to as ‘non-ionising radiation’ as distinct from the ionising radiation produced by
radioactive sources. We are all regularly exposed to EM radiation from a variety of sources.

Exposure to EM waves is measured in terms of the electric and magnetic field strengths, which are
produced by a transmitter at locations, which could be accessed by the public. The electric field strength,
E, is measured in volts per metre [V.m-1]. The power that could be absorbed by an object at a given
location is proportional to the area of the object multiplied by the square of the electric field strength.

In this report, the Exposure Quotient (‘EQ”) is calculated to express the ratio of the measured power
density levels (expressed in W/m2) to the ICNIRP Reference power density levels (derived from the
Reference field strength levels). The EQ is then summed over all the frequencies in each of the surveyed
bands to yield the band exposure quotient as shown in the Survey Results section of this document. A
band EQ of 1 (unity) means that the ICNIRP Reference level has been reached at the surveyed frequency
band.
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-/00% 01
./00% 02
-/00% 03
.100% .4

%

%

The building or area around which sets of measurements are taken
The position within a site at which a single set of measurements is taken. A set of
measurements consists of multiple scans of many frequencies within a number of bands

A portion of the electromagnetic spectrum reserved for specific radio services

The Ordnance Survey national grid reference coordinates of the location. In this survey
NGRs are specified to 8-digit (10-metre) resolution. E.g. SJ 9755 9888

The Global Positioning System

The date and time at which the receiver started taking its measurements at a location
The name of the Ofcom representative who carried out the audit

The receiver used to perform the measurements

The antenna used to perform the measurements

The maximum measured electric field strength (dB(uV/m)) converted to an equivalent
power density (W/m?)

The electromagnetic energy flowing through a unit area normal to the direction of
propagation in a unit time. Measured in Watts per square metre (W/m?)

The reference level given by the International Commission for Non-lonizing Radiation
Protection (ICNIRP) for general public exposure to electromagnetic fields
&
The ratio of the measured maximum power density to the ICNIRP limit at a given
frequency. A value close to 1 signifies that exposure levels could be near to the ICNIRP
limit for that frequency
&
The sum of the frequency exposure quotients for a single band at a location
&
The sum of the frequency exposure quotients for all of the measured bands at a location

Global System for Mobile communication
Terrestrial Trunked Radio
Universal Mobile Telecommunications System (Third Generation mobile-phone services)

Exponential (or ‘scientific’) number format. Equal to one thousandth
Equal to one millionth

Equal to one thousand-millionth

Equal to one million-millionth

Page 9 of 9



